
Call Us Toll Free at 800.783.8887
or visit our website at www.ladder.com

Everything You Need to Reach Your Work

Ladder levelers

in stock!

Find an extension ladder to
fit your needs.

Our most popular 300 lb. Rated
Fiberglass Stepladder - 304 Series

Rolling
Tower Steel
Scaffold
Kits
The easiest and
fastest way to
order a complete
scaffold system.

See page 7

See page 3 See page 5
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Ladder Man is the best source for all types
of ladders and work access equipment. If
you can’t find it here, call us and we’ll get
it for you.

Does your ladder have 24
different positions?

Fall Protection - See page 11

Truck and Van Racks
See pages 14 - 15

Aluminum
and Steel

Pump Jacks

See page 9
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Eight Locations tEight Locations tEight Locations tEight Locations tEight Locations to Sero Sero Sero Sero Servvvvve Ye Ye Ye Ye Yououououou
Cincinnati, OH
11815 Highway Dr
P: 513-769-7880
F: 513-769-7882

Wooster, OH
1505 E Bowman St
P: 800-783-8887
F: 614-784-1129

Indianapolis, IN
8320 E Brookville Rd
P: 317-352-1200
F: 317-352-1244

Cleveland, OH
Call for information
P: 216-581-7882

Columbus, OH
3025 Silver Dr
P: 614-784-1120
F: 614-784-2072

Findlay, OH
Call for information
P: 419-422-5101

Kinston , NC
2018 W Vernon Ave
P: 800-573-0229
F: 252-523-7211

Rochester, NY
36 Van Auker St
P: 585-235-0820
F: 585-436-5410

See Page 6
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At Ladder Man, we take your safety seriously.

So should you.

Ladder Man selects and represents the best manufacturers - based
on their abi lity to produce the highest quality work access equip-
ment available . . . those that meet or ex ceed applicable industry
standards.

Below is important inf ormation you need to know when selecting
and using the products we represent. There is no better way to
prevent serious injury than to select the right equipment and use i t
properly.

If y ou require specific information, please call us, and we wi ll get
the information you need.

LADDER SELECTION MADE EASY.  Use the table below to select
the right length of ladder f or the job .

ImporImporImporImporImportant Prtant Prtant Prtant Prtant Product Safoduct Safoduct Safoduct Safoduct Safeeeeety and Selection Infty and Selection Infty and Selection Infty and Selection Infty and Selection Informationormationormationormationormation

Ladder  Inspection and Repair
OSHA requires periodic ladder inspections. Ladder Man recommends
that each ladder should be thoroughly inspected before each use.

If a ladder is found to be damaged, the ladder should be
destroyed and properly disposed of.

Some manufacturers offer factory-certified replacement parts that
may be used to repair or replace damaged or worn parts. Rarely,
however, can any ladder be restored to i ts original factory condition.

Ladder Man provides these replacement parts as a service to our
customers, but cannot guarantee or warrant that any repaired
product will meet industry standards.

FREE LADDER INSPECTION SERVICES

Ladder Man offers FREE ladder safety inspection as a service to its
customers. Ladder Man’s ladder inspection service includes:

• A thorough inspection of all ladders and critical components.
• Detailed registry of al l ladders inspected.
• Recommendation and cost estimate for repair, replacement or

disposal.

FREE SAFETY TRAINING

OSHA also requires ladder safety training. Because of this, Ladder
Man offers FREE on-site training, as well as manufacturers’ turn-
key, self-administered safety training programs for ladders and other
work access equipment.

Ladder Safety Training:

• Includes information on the proper selection, set-up and care
of portable ladders.

• Information on ANSI duty ratings
• Ladder inspection information
• Ladder safety quiz
• Attendance record

Ladder Man can also provide safety training information on the
following work access products:

• Scaffolding
• Fall Protection
• Rolling Steel Safety Ladders
• Fixed Steel Ladders and Safety Cages
• Aluminum Stages and Planks

Call us for details!

FFFFFor more infor more infor more infor more infor more information on Ladderormation on Ladderormation on Ladderormation on Ladderormation on Ladders, Safs, Safs, Safs, Safs, Safeeeeetytytytyty
InfInfInfInfInformation, and Industrormation, and Industrormation, and Industrormation, and Industrormation, and Industry Sy Sy Sy Sy Standards, Visittandards, Visittandards, Visittandards, Visittandards, Visit:::::

wwwwwwwwwwwwwww.osha.go.osha.go.osha.go.osha.go.osha.gov or wwwv or wwwv or wwwv or wwwv or www.ansi.org.ansi.org.ansi.org.ansi.org.ansi.org

WWWWWe ship pre ship pre ship pre ship pre ship product nationoduct nationoduct nationoduct nationoduct nationwide!wide!wide!wide!wide!
National T oll Free Customer Service Hotline:

800.783.8887
Visit our online cat alog at:

wwwwwwwwwwwwwww.ladder.ladder.ladder.ladder.ladder.com.com.com.com.com

LADDER DUTY RATINGS:

American National Standards Institute (ANSI) has developed a
series of duty ratings that can be used as a guideline for you to
determine the total weight capacity of the ladder – including
you, and the tools and materials you may have with you on the
ladder.

Type III Type II Type I Type IA Type IAA

200 lbs. 225 lbs. 250 lbs. 300 lbs. 375 lbs.

Know the weight capacity of the ladder before climbing. The weight
capacity is listed on the label attached to the side rail of each ladder.
Do not exceed the weight capacity. Consult Ladder Man for other
work access product weight capacities.

MATERIALS:

Always be mindful of the environment in which you are working.
Electricity, heat, and caustic conditions can have dramatic effects on

how the ladder performs, and your safety.

Electricity – use non-conductive ladders; fiberglass, or a
dry wood ladder is preferable. NEVER use an aluminum,
steel or wet wood ladder near electrical hazards.

Intense Heat  – most aluminum and steel ladders are
acceptable for environments where heat may be a prob-
lem, however extended exposure to intense heat may de-
grade the long-term perf ormance of any product.

Caustic Environments  – certain oils, acids, detergents,
and salts may degrade the performance of ladders.

�

�

STEPLADDERS EXTENSION LADDERS
Ladder Size Max. Reach Ladder Size Max. Reach

4’ 8’ 16’ 15’
6’ 10’ 20’ 19’
8’ 12’ 24’ 23’
10’ 14’ 28’ 27’
12’ 16’ 32’ 31’
14’ 18’ 36’ 34’
16’ 20’ 40’ 37’

Assumes a 5’6” person with 12” o verhead reach.
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PrPrPrPrProfofofofofessional-Grade One-essional-Grade One-essional-Grade One-essional-Grade One-essional-Grade One-WWWWWaaaaay Sy Sy Sy Sy Stttttepladderepladderepladderepladderepladdersssss
Durable, but competitively-priced ladders built for the contractor’s heavy duty jobs.Durable, but competitively-priced ladders built for the contractor’s heavy duty jobs.Durable, but competitively-priced ladders built for the contractor’s heavy duty jobs.Durable, but competitively-priced ladders built for the contractor’s heavy duty jobs.Durable, but competitively-priced ladders built for the contractor’s heavy duty jobs.

Dimensions and product depictions are subject to change without notice. If r equired, please
contact us for current product specifications

101 Series
Wood Stepladder
• Non-conductive
• Fully cross braced
• Heavy-duty inside spreaders
• 1 1/8” side rails and step treads
• Compliance: ANSI A14.1 / OSHA

Part # Size Base Width Spread Weight
10103 3’ 17 ¾” 25 ¾” 17 lbs.
10104 4’ 19” 32 ½” 22 lbs.
10105 5’ 20 ¼” 39 ½” 28 lbs.
10106 6’ 21 ½” 44 ½” 33 lbs.
10108 8’ 24” 58 ½” 44 lbs.
10110 10’ 26 ½” 72” 55 lbs.
10112 12’ 29” 86” 66 lbs.
10114 14’ 31 ½” 110” 77 lbs.

304 Series
Fiberglass Stepladder
• Non-conductive side rails
• Non-marring boot shoes
• Tool holding top
• Solid rivet construction
• Fully cross braced
• Heavy-duty inside spreaders
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Spread Weight
30404 4’ 19 ¼” 34 ½” 16 lbs.
30405 5’ 20 ¾” 42” 19 lbs.
30406 6’ 22 ¼” 49 ½” 22 lbs.
30407 7’ 23 ¾” 58 ½” 27 lbs.
30408 8’ 25 ¼” 68 ¼” 30 lbs.
30410 10’ 28 ¼” 86” 39 lbs.
30412 12’ 31 ¼” 94” 47 lbs.

301 Series
Fiberglass Stepladder
• Non-conductive side rails
• Non-marring boot shoes
• Solid rivet construction
• Tool holding top
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Spread Weight
30104 4’ 19 ¼” 34 ½” 13 lbs.
30106 6’ 22 ¼” 49 ½” 18 lbs.
30108 8’ 25 ¼” 68 ¼” 25 lbs.

201 Series
Aluminum Stepladder
• Tool holding top
• Solid rivet construction
• Fully cross braced
• Heavy-duty inside spreaders
• Compliance: ANSI A14.2 / OSHA

Part # Size Base Width Spread Weight
20104 4’ 18 ¾” 36 ½” 17 lbs.
20105 5’ 20 ¼” 44 ¾” 20 lbs.
20106 6’ 21 ¾” 51 ¾” 22 lbs.
20108 8’ 24 ¾” 65 ½” 30 lbs.
20110 10’ 27 ¾” 80” 38 lbs.
20112 12’ 30 ¾” 95” 45 lbs.
20114 14’ 33 ¾” 107” 65 lbs.

203 Series
Aluminum Stepladder

• Tool holding top
• Solid rivet construction
• Fully cross braced
• Compliance: ANSI A14.2 / OSHA

Part # Size Base Width Spread Weight
20304 4’ 18 ¾” 36 ½” 12 lbs.
20305 5’ 20 ¼” 44 ¾” 14 lbs.
20306 6’ 21 ¾” 51 ¾” 16 lbs.
20308 8’ 24 ¾” 65 ½” 21 lbs.
20310 10’ 27 ¾” 80” 28 lbs.

102 Series
Wood Stepladder
• Non-conductive
• Fully cross braced
• Inside spreaders
• Compliance: ANSI A14.1 / OSHA

Part # Size Base Width Spread Weight
10203 3’ 17 ¾” 25 ¾” 15 lbs.
10204 4’ 19” 32 ½” 16 lbs.
10205 5’ 20 ¼” 39 ½” 19 lbs.
10206 6’ 21 ½” 44 ½” 24 lbs.
10208 8’ 24” 58 ½” 32 lbs.
10210 10’ 26 ½” 72” 47 lbs.
10212 12’ 29” 86” 58 lbs.
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352 Series
Fiberglass Two-Way Stepladder
• Type IAA - Rated 375 lb. capacity
• Permits access from two sides or two workers at one time
• Reinforcement sleeves at spreader connection
• Knee braces under every step
• Non-marring boot-style shoes
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Spread Weight
35202  2’*   9” 21 3/8” 14 lbs.
35204 4’ 20 ½” 40” 26 lbs.
35205 5’ 22” 48 ½” 31 lbs.
35206 6’ 23 ½” 53 ¾” 36 lbs.
35207 7’ 25” 62” 42 lbs.
35208 8’ 26 ½” 70 ½” 45 lbs.
35210 10’ 29 ½” 89 ¾” 58 lbs.
35212 12’ 32 ½” 105 ¾” 61 lbs.
35214 14’* 35 ½” 122” 85 lbs.
35216 16’* 38 ½” 138 ¾” 105 lbs.
*Type IA 300 lb. capacity

354 Series
Fiberglass Two-Way Stepladder
• Type IA - Rated 300 lb. capacity
• Permits access from two sides or two workers at

one time
• Double braced bottom steps
• Non-marring boot-style shoes
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Spread Weight
35404 4’ 20 ½” 40” 23 lbs.
35405 5’ 22” 48 ½” 27 lbs.
35406 6’ 23 ½” 53 ¾” 31 lbs.
35407 7’ 25” 62” 36 lbs.
35408 8’ 26 ½” 70 ½” 40 lbs.
35410 10’ 29 ½” 89 ¾” 50 lbs.
35412 12’ 32 ½” 105 ¾” 65 lbs.

Fiberglass StepladdersFiberglass StepladdersFiberglass StepladdersFiberglass StepladdersFiberglass Stepladders

308 Series
Fiberglass Stepladder

• Type IAA - Rated 375 lb. capacity
• Non-conductive side rails
• Fully cross braced back section
• Heavy-duty inside spreaders
• Non-marring boot-style shoes
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Spread Weight
30803  3’* 17 ¾” 26 ½” 15 lbs.
30804 4’ 19 ¼” 34 ½” 19 lbs.
30805 5’ 20 ¾” 42” 23 lbs.
30806 6’ 22 ¼” 49 ½” 26 lbs.
30807 7’ 23 ¾” 58 ½” 30 lbs.
30808 8’ 25 ¼” 68 ¼” 35 lbs.
30810 10’ 28 ¼” 86” 44 lbs.
30812 12’ 31 ¼” 94” 52 lbs.
*Type IA 300 lb. bapacity

350 Series
Fiberglass Stepladder

• Type IAA - Rated 375 lb. capacity
• Reinforcement sleeves at spreader
• Braces under every step & cross brace
• Non-marring boot-style shoes
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Spread Weight
35002  2’* 18” 24” 11 lbs.
35004 4’ 19 ¼” 34 ½” 19 lbs.
35005 5’ 20 ¾” 42” 23 lbs.
35006 6’ 22 ¼” 49 ½” 27 lbs.
35007 7’ 23 ¾” 58 ½” 32 lbs.
35008 8’ 25 ¼” 68 ¼” 35 lbs.
35010 10’ 28 ¼” 77 ¼” 46 lbs.
35012 12’ 31 ¼” 92 ¾” 54 lbs.
35014 14’* 34 ¼” 107” 74 lbs.
35016 16’* 37 ¼” 122” 82 lbs.
*Type IA 300 lb. capacity

Dimensions and product depictions are subject to change
without notice. If required, please contact us for current
product specifications

351 Series Fiberglass
Platform Ladder

Part # Size Platform Ht. Spread Weight
35104 4’ 1’ 10” 31” 29 lbs.
35105 5’ 2’ 9” 36 ½” 33 lbs.
35106 6’ 3’ 8” 42 ¾” 37 lbs.
35107 7’ 4’ 8” 48 ½” 41 lbs.
35108 8’ 5’ 7” 54 ½” 45 lbs.
35110 10’ 7’ 5” 65” 59 lbs.
35112 12’* 9’ 4” 77 ½” 67 lbs.
35114 14’* 11’ 3” 88 ½” 78 lbs.
*Type IA 300 lb. capacity
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• Type IAA - Rated 375 lb. capacity
• 215 sq. in. platform
• Braces on every step and back cross brace
• Non-marring boot shoes
• Compliance: ANSI A14.5 / OSHA

Made in
the USA
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Professional-Grade Extension LaddersProfessional-Grade Extension LaddersProfessional-Grade Extension LaddersProfessional-Grade Extension LaddersProfessional-Grade Extension Ladders
Built-to-last, affordably pricedBuilt-to-last, affordably pricedBuilt-to-last, affordably pricedBuilt-to-last, affordably pricedBuilt-to-last, affordably priced

310 Series Fiberglass
Extension Ladder

• Type IA - Rated 300 lb. capacity
• Non-conductive side rails
• D-Shaped rungs
• Two-way steel spike and suction shoes
• Inside and outside guides for smooth

operation
• Rope and pulley on 20’ and above
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Weight
31016 16’ 17 ¼” 37 lbs.
31020 20’ 17 ¼” 45 lbs.
31024 24’ 17 ¼” 53 lbs.
31028 28’ 17 ¼” 61 lbs.
31032 32’ 17 ¼” 70 lbs.
32236 36’ 17 ¼” 80 lbs. (Type I 250 lbs.)
32240 40’ 17 ¼” 89 lbs. (Type I 250 lbs.)

Dimensions and product depictions are subject to change without notice. If required, please contact us for current product specifications
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315 Series Fiberglass
Extension Ladder

Part # Size Base Width Weight
31516 16’ 17 ¼” 39 lbs.
31520 20’ 17 ¼” 47 lbs.
31524 24’ 17 ¼” 56 lbs.
31528 28’ 17 ¼” 67 lbs.
31532* 32’ 17 ¼” 70 lbs.
31536* 36’ 18 7/8” 103 lbs.
31540* 40’ 18 7/8” 120 lbs.
*Type IA 300 lb. capacity

225 Series Aluminum
Extension Ladder

• Type I - Rated 250 lb. capacity
• D-Shaped rungs
• Two-way steel spike and suction shoes
• Rope and pulley on 20’ and above
• Compliance: ANSI A14.2 / OSHA

Part # Size Base Width Weight
22516 16’ 17 ¼” 31 lbs.
22520 20’ 17 ¼” 37 lbs.
22524 24’ 17 ¼” 45 lbs.
22528 28’ 17 ¼” 51 lbs.
22532 32’ 17 ¼” 58 lbs.
22536 36’ 17 ¼” 68 lbs.
22540 40’ 17 ¼” 73 lbs.

221 Series Aluminum
Extension Ladder

• Type IA - Rated 300 lb. capacity
• D-Shaped rungs
• Two-way steel spike and suction shoes
• Inside guides for smooth operation
• Rope and pulley on 20’ and above
• Compliance: ANSI A14.2 / OSHA

Part # Size Base Width Weight
22116 16’ 18 1/8” 35 lbs.
22120 20’ 18 1/8” 41 lbs.
22124 24’ 18 1/8” 47 lbs.
22128 28’ 18 1/8” 53 lbs.
22132 32’ 18 1/8” 74 lbs.
22136 36’ 19 1/8” 84 lbs.
22140 40’ 19 1/8” 91 lbs.

330 Series Fiberglass
Straight Ladder

• Type IA - Rated 300 lb. capacity
• Non-conductive side rails
• D-Shaped Rungs
• Two-way steel spike and suction shoes
• Compliance: ANSI A14.5 / OSHA

Part # Size Base Width Weight
33008   8’ 16 ¼” 15 lbs.
33010 10’ 16 ¼” 16 lbs.
33012 12’ 16 ¼” 19 lbs.
33014 14’ 16 ¼” 24 lbs.
33016 16’ 16 ¼” 32 lbs.
33018 18’ 19 ¼” 47 lbs.
33020 20’ 19 ¼” 58 lbs.

121 (Parallel)
122 (Flared) Series
Wood Extension Ladder

Part # Size Base Width* Weight
12116/12216 16’ 20” 17 lbs.
12120/12220 20’ 20” 22 lbs.
12124/12224 24’ 20” 28 lbs.
12128/12228 28’ 20” 33 lbs.
12132/12232 32’ 20” 44 lbs.
12136/12236 36’** 20” 55 lbs.
12140/12240 40’** 20” 66 lbs.
*Series 122 has flared base
**T ype I 250 lb . rated

• Type IA - Rated 300 lb. capacity
• Non-conductive hemlock and hardwood

construction
• Fully rodded and braced at critical stress areas
• Rope and pulley on 20’ and above
• Two-way steel spike and suction shoes
• Compliance: ANSI A14.1 / OSHA

• Type IAA - Rated 375 lb. capacity
• Non-conductive side rails
• D-Shaped rungs riveted to the side rails
• Two-way steel spike and suction shoes
• Inside and outside guides for smooth operation
• Rope and pulley on 20’ and above
• Compliance: ANSI A14.5 / OSHA

Made in
the USA
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Little Giant Ladder SystLittle Giant Ladder SystLittle Giant Ladder SystLittle Giant Ladder SystLittle Giant Ladder Systememememem

One Ladder Does It All
Here’s what yHere’s what yHere’s what yHere’s what yHere’s what you geou geou geou geou get!t!t!t!t!
Ø  A Telescoping Stepladder
Ø  A Telescoping Straight Ladder
Ø  A Stairwell Ladder
Ø  A Variable Height Scaffold

• Type IA 300 lb. capacity and Type I 250 lb . capacity
• Compliance:  ANSI / OSHA
• Simply the safest multi-use ladder available
• Both sides telescope independently in 12” increments
• Fast-action palm button hinges are simple to operate
• Strong, lightweight and unbelievably versatile

Type IA Storage Step Ext Scaffold
Part # Ht Ht Ht Ht Weight
21613 3’ 7” 3’ - 5’  7’ - 11’ 3’ 32 lbs.
21617 4’ 7” 4’ - 7’ 9’ - 15’ 4’ 41 lbs.
21622 5’ 7” 5’ - 9’ 11’ - 19’ 5’ 49 lbs.
21626 6’ 7” 6’ - 11’ 13’ - 23’ 6’ 61 lbs.

Leg LeLeg LeLeg LeLeg LeLeg Levvvvvelerelerelerelereler
Work on uneven surfaces or stairways safely.
Attaches to either rail.

#21652

WWWWWall Sall Sall Sall Sall Standoftandoftandoftandoftandoffffff
Positions worker away from work surface.
Adjustable arms for uneven surfaces.
#21654

WWWWWororororork Platfk Platfk Platfk Platfk Platformormormormorm
250 lb. Work platform increases safety and
productivity. It also serves as a paint or tool
shelf.
#21650

A work platform (#21650) must be used
when making a scaffold. Shown as Series
271. Aluminum extension plank, shown
on page 7.

AS SEEN ON TV!

High Reach Telescoping Stepladder
Perfect for ceiling-level work in gymnasiums, ball courts,
auditoriums or churches

Storage Stepladder Bottom
Part # Ht Ht Width Weight
21815 8’ 7” 7’ 2” - 12’ 10” 34” 66 lbs.
21817 9’ 7” 9’ 2” - 16’ 6” 36 ¼” 79 lbs.
21821 11’ 7” 11’ - 20’ 6” 42 ¾” 103 lbs.

Ultra-Lite Fiberglass Little Giant
Lighter than the conventional fiberglass ladder

• Each side telescopes independently allowing
use on stairs and other uneven surfaces

• Manageable enough for one person
• Folds flat for storage, transport and access

to tight spaces
• Safety straps and non-slip feet prevent

movement while in use
• Climb either side or use as a two-way ladder

(one person on each side)

Stored Ext Step Scaffold
Part # Ht Ht Ht Ht Weight
37205 4’ 6” 9’ - 15’ 4’ - 7’ 4’ 35 lbs.
37206 5’ 6” 11’ - 19’ 5’ - 9’ 5’ 47 lbs.
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Type I Storage Step Ext Scaffold
Part # Ht Ht Ht Ht Weight
21726 4’ 7” 4’ - 7’ 9’ - 15’ 4’ 36 lbs.
21727 5’ 7” 5’ - 9’ 11’ - 19’ 5’ 42 lbs.

• Made from a special resin that is non-
conductive

• Lighter and stronger than conventional
fiberglass

• One year warranty on workmanshp
and materials

• Type IA, 300 lbs.
• Compliance: ANSI / OSHA
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PPPPPororororortable Scaftable Scaftable Scaftable Scaftable Scaffffffold and Decold and Decold and Decold and Decold and Deckingkingkingkingking
High mobility steel and aluminum productsHigh mobility steel and aluminum productsHigh mobility steel and aluminum productsHigh mobility steel and aluminum productsHigh mobility steel and aluminum products

Length
Part # Closed Open Weight
27106 6’ 9’ 31 lbs.
27108 8’ 13’ 40 ½ lbs.
27110 10’ 16.5’ 56 ½ lbs.

Rolling Tower Steel Scaffold Kits
The easiest and fastest way to order a complete scaffold system.

Call Ladder Man to quote your special scaffold needs.
Dimensions and product depictions are subject to
change without notice. If r equired, please contact

us for current product specifications

Part # Description Weight
2342-MF44T 4’ Portable Roll & Fold 75 lbs.

International Series Scaffold
2342-59175 4’ Portable Roll & Fold 75 lbs.

• 400 lb. capacity
• 21” wide x 52” high x 44” long
• 4 locking 5” casters
• 2 independent steel platforms

Portable Steel Folding Scaffold
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Narrow-Width Scaffold
• 1000 lb. capacity
• 29” wide, fits through standard doorways
• Adjustable end-frames for set-up and use on

stairways or ramps
• 6’ and 8’ long units
• Stackable when used with guardrailing and

outriggers

Part # Description
2342-SP6 6’ High Base Unit
23-SPGRS6 Guardrail for 6’
2342-SP6AD6 6’ Add-on Unit
2342-SPNORPSet of Four 18” Outriggers
2342-SP8 8’ Long Base Unit
2342-SP8AD6 6’ High x 8’ Long Add-on Unit
23-SPGRS8 Guardrail for 8’ long unit

International Series Scaffold
MP-606 6’ High Base Unit
MP-GRS Guardrail Unit for MP-606
MP-OR Set of Four Outriggers for MP-606

Aluminum Extension Planks
• 250 lb. Capacity
• 12” width
• Solid rivet construction

209 Series
Fold-n-Go Portable
Work Platform
• 500 lb. Capacity
• Slip resistant plywood decking
• Built-in handle for easier carrying
• 22” wide X 60” long work surf ace

Part # Width Length Height Weight
20900 22 ½” 68 ¾” 21” 34 lbs.

Part # Description Weight
S3-4206RT 42” wide x 6’ high platform 193 lbs.

inc. 4 casters, sq. brace & 2 walkboards
S3-6006RT 60” wide x 6’ high platform 233 lbs.

inc. 4 casters, sq. brace & 3 walkboards
S3-4211RT 42” wide x 11’ high platform 333 lbs.

inc. 4 casters, sq. brace, 2 walkboards & guardrail (toeboard extra)
S3-6011RT 60” wide x 11’ high platform 405 lbs.

inc. 4 casters, sq. brace, 3 walkboards & guardrail (toeboard extra)
S3-6016RT 60” wide x 16’ high platform 497 lbs.

inc. 4 casters, sq. brace, 3 walkboards & guardrail (toeboard & outrigger/caster pkg. extra)
S3-6021RT 60” wide x 21’ high platform 589 lbs.

inc. 4 casters, sq. brace, 3 walkboards & guardrail (toeboard & outrigger/caster pkg. extra)

OSHA codes limit the free-standing tower height to be 4 times the minimum base dimension. Some states (such as Ohio) limit
it to 3 times the minimum base dimension. Consult your state & local codes for compliance information.
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IntIntIntIntInterlocerlocerlocerlocerlocking Aluminum Sking Aluminum Sking Aluminum Sking Aluminum Sking Aluminum Stagestagestagestagestages
Ideal for painters, siding contractors and other suspended work platform applications.Ideal for painters, siding contractors and other suspended work platform applications.Ideal for painters, siding contractors and other suspended work platform applications.Ideal for painters, siding contractors and other suspended work platform applications.Ideal for painters, siding contractors and other suspended work platform applications.

Bauer’s innovative, interlocking aluminum stages make it easy to allow continuous stage runs with no gaps*.

1 MAN, 250 LB. RATED SYSTEMS
12” Wide
Length Part # Weight (lbs.)

8’ 20220 28
12’ 20222 40
16’ 20224 52
20’ 20226 64
24’ 20228 89

2 MAN, 500 LB. RATED SYSTEMS
12” Wide
Length Part # Weight (lbs.)

8’ 21006 28
12’ 21008 46
16’ 21010 61
20’ 21012 80
24’ 21014 95
28’ 21016 110
30’ 21018 118
32’ 21020 125

14” Wide
Length Part # Weight (Lbs.)

8’ 20230 31
12’ 20232 44
16’ 20234 58
20’ 20236 71
24’ 20238 97

14” Wide
Length Part # Weight (Lbs.)

8’ 21030 31
12’ 21032 51
16’ 21034 66
20’ 21036 88
24’ 21038 105
28’ 21040 121
30’ 21042 130
32’ 21044 136

20” Wide
Length Part # Weight (lbs.)

8’ 20250 38
12’ 20252 55
16’ 20254 71
20’ 20256 87
24’ 20258 116

20” Wide
Length Part # Weight (lbs.)

8’ 22010 38
12’ 22012 61
16’ 22014 79
20’ 22016 106
24’ 22018 126
28’ 22020 146
30’ 22022 158
32’ 22024 166

Plank Connector Kit (Optional - Sold in Pairs) -  Use plank connectors to secure continuous spans of interlocking stages.
Size Part # Weight (lbs.)

4” 08430 4
6” 08432 4

*Note: Plank connectors do not r eplace the support required underneath each stage. OSHA
requires support within 12” of the end of each stage.

Dimensions and product depictions are subject to change without notice. If r equired, please contact us for current product specifications

Ladder Jacks
For use with two extension ladders as a support for
aluminum stages, picks or planks. Will support up to
the duty rating of the ladders being used to
support the stage. Must be used in conjunction
with ladders that ar e a minimum of 250 lb . capacity.

Part # Description Wt.
09012 Short Body 10 lbs./pair

Supports 12”-14” Stages
09013 Long Body 12 lbs./pair

Supports 12”-20” Stages

8

(plank
depth)

Part # Description
20053 3’ High 30” Wide
20054 4’ High 30” Wide

Sawhorses
• Type IA, 300 lb. capacity
• Compliance: ANSI / OSHA
• Use as sawhorses, plank supports or

heavy duty aluminum two-way ladders
• Extra wide top steps form large work

surface
• Lightweight and portable
• Sold individually
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Pump JacPump JacPump JacPump JacPump Jack Systk Systk Systk Systk Systemsemsemsemsems

Alum-Alum-Alum-Alum-Alum-AAAAA-P-P-P-P-Poleoleoleoleole®®®®® Aluminum P Aluminum P Aluminum P Aluminum P Aluminum Pole Pump Jacole Pump Jacole Pump Jacole Pump Jacole Pump Jack Systk Systk Systk Systk Systememememem
500 lb. capacity when used with 2-man rated planks and stages500 lb. capacity when used with 2-man rated planks and stages500 lb. capacity when used with 2-man rated planks and stages500 lb. capacity when used with 2-man rated planks and stages500 lb. capacity when used with 2-man rated planks and stages

Most widely accepted aluminum pole stage system available. Alum-A-Pole’s®  patented design is easy to set-up and stabilize. Unique
hand-crank and convenient foot pump design raises or lowers the work surface quickly to where needed, holding the stage securely
in place. Poles are stackable using pole connectors to a maximum shoulder height of 50’.

Part # Description Weight
09111 Pump Jack 33 lbs.
09112 Brace 9 lbs.
09113 Work Bench 20 lbs.
09116 24’ Aluminum Pole 52 lbs.
09117 6’ Aluminum Pole 13 lbs.
09118 12’ Aluminum Pole 26 lbs.
09119 Aluminum Pole Connector 9 lbs.
09128 18’ Aluminum Pole 39 lbs.
34-14x20 Alum-A-Plank 2 man 14” x 20’ 88 lbs.
34-14x24 Alum-A-Plank 2 man 14” x 24’ 100 lbs.
34-ER Safety Net End Rail Kit 15 lbs.

(One side only)
34-Saf-T-Net Safety Net System for 30 lbs.

up to 24’ long plank

Dimensions and product depictions are subject to change without notice. If required, please contact
us for current product specifications
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Alum-A-Brake
No other brake even comes close! 10’ 6" brake with built-in
slitters.  Bends up to .030” soft aluminum, 28 gauge galv . steel,
and 16 oz. copper sheet and coil; thr oat depth - 19 1/2” .  New
measuring guides allow you to repeat bends and slits quickly.
Built-in fold-out work table, slit coil without dropping it to the
floor.

Part # Description
34-Brake 10’ 6” Brake with built-in slitters
34-Coil Holder Coilholder attachment for Alum-A-Brake
34-Legs Legs for Alum-A-Brake

New 34-BasicBrake is now available!  Has a built-in slitter
like the 34-Brake but work table and maximumizer are sold
separately.

Part # Description
34-BasicBrake 10’ 6” Brake with built-in slitter
34-Maximumizer Measuring guides for repeat bends on

BasicBrake
34-Table Work station table for BasicBrake

Aluminum Pump Jack Components

LifetimeLifetimeLifetimeLifetimeLifetime
Warranty onWarranty onWarranty onWarranty onWarranty on
All WearableAll WearableAll WearableAll WearableAll Wearable

PartsPartsPartsPartsParts

In SIn SIn SIn SIn Stttttococococock!k!k!k!k!

Steel Pump Jack Components
Industry standard pump jack system used with 4 x 4 wooden
posts for support. Safe and affordable.

Part # Description Weight
09100 Pump Jack 20 lbs.
09102 Pole Brace 5 lbs.
09101 Guard Rail Holder 5 lbs.
09103 Work Bench 5 lbs.
09107 Pole Anchor 28 lbs.
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Specialty ItemsSpecialty ItemsSpecialty ItemsSpecialty ItemsSpecialty Items

Roofing Ladders / Chicken Ladders
• Raised solid steel rungs are hand welded for safety
• 10” Hook has 1/2” reinforcement rod
• “T” Bar is positioned over peak to prevent slippage
• Available in 6’ add-on sections to a maximum length of 24’
• Sections go together easily & are locked securely with

reversible lock nut & bolt
• 250 lb. capacity

Roofer’s Material Hoist
• 200 lb. capacity
• 27’ length standard
• Lightweight & portable unit
• One-man operation
• No special tools required for assembly

Bronco Telescopic
Sawhorse
In seconds, you can set up & level a pair of
Broncos from a height as low as 4” up to
68” on virtually any type of ground condi-
tion & contour. Sold as a pair
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Ladder PiVit
• Instantly levels any ladder in seconds (even on steps &

stairs). Guaranteed!
• Replaces 6 other devices necessary to perform the

functions of a PiVit Ladder Tool
• The PiVit does not at tach to your ladder, therefore, it wi ll

level any ladder you have, even your stepladder

Part # 09020

Aluminum Sectional Ladders
Ideal for window washers or confined space access.

Part # Description Weight
21204 4’ Base-section 7 lbs.
21206 6’ Base-section 11 lbs.
21211 4’ Mid-section 7 lbs.
21208 6’ Mid-section 11 lbs.
21209 6’ “V” top 11 lbs.

Part # Description
40810 6’ ladder extension
40820 6’ hook section

Part # Description
27001 Gas powered hoist
27002 Electric motor powered hoist

Also available in a 400 lb. capacity model

Part # 2325-400003

Rolling Roof Hooks
• Makes any single section ladder into a chicken ladder
• Attaches easily to the top two rungs
• Roll the ladder up the slope of the roof and flip ladder to

catch hook on peak

Part # Description
09018 Rolling Roof Hook - sold separately*

*requires two hooks for top of each ladder

Ladder Levelers
• For proper extension ladder leveling
• Adds up to 9 1/2” to each side
• Maintains duty rating of the ladder
• Sold as a pair

Part # Description Weight
09015 Leg Leveler 8 lbs.

• Type I 250 lb . rated
• Lightweight & portable aluminum

sections fit together with cast fittings
• 2 1/2” x 1” box-girder side rails
• Safely assemble lengths of up to 21’

(four 6’ sections)
• Base sections are 17 5/8” wide at

bottom
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FFFFFall Prall Prall Prall Prall Proooootttttectionectionectionectionection

FFFFFull-Body Non-Sull-Body Non-Sull-Body Non-Sull-Body Non-Sull-Body Non-Stretretretretretctctctctch Harnessh Harnessh Harnessh Harnessh Harness
• Fully adjustable for comfort
• Sliding back D-ring
• Sub-pelvic strap
• Trilingual labeling & instructions
• Non-stretch webbing
• Mating buckles
• Easy to use, one size fits most!

#T4000/U - No Side D-rings
#T4007/U - Side D-rings

PPPPPacacacacackkkkk-----TTTTType Shocype Shocype Shocype Shocype Shockkkkk-----AbsorbingAbsorbingAbsorbingAbsorbingAbsorbing
LanLanLanLanLanyyyyyardardardardard
Includes the shock-absorber pack as an inte-
gral part of the standar d lanyard. I n the event
of a fall, the pack expands 3-1/2 f eet to r educe
fall forces while a back-up safety strap deploys
for added fall protection.

• Locking snap hook connections
• Length - 6 ft. , other lengths available upon

request

Temporary Anchors

• Reusable roof
anchor

• D-Rings / screws
into joist

ReadyRoofer® Fall Protection System

Kit Includes:
Lighweight, Full Body Harness
• Fully adjustable, non-stretch harness

Versatile, Reusable Roof Anchor w/Attachment D-Ring
• Easily installs on steep-pitched or flat surf ace roofs
• Reusable roof anchor

Trailing Rope Grab
• Durable, corrosion-resistant, stainless steel construction
• Attaches anywhere on the l ifeline
• Lightweight, easy-to-use design with hands-free operation

Shock-Absorbing Lanyard
• 3-foot polyester web lanyard with integral shock absorber and two locking

snap hooks

High-Strength Rope Lifeline
• 5/8-inch diameter poly ester/polypropylene rope with loop and locking snap

hook
• 9,300 lb. tensile strength, tr eated to combat ultraviolet rays

Water-Proof Container
• Ideal for storage

Part # Description
80610 System w/25’ rope lifeline
80611 System w/50’ rope lifeline

Universal Fit Body Harness Shock-Absorbing Lanyard
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#T6111/6FT

• Reusable roof anchor
• Steep-pitched or flat roof

Cross-Arm Strap
• 1-3/4-inch dur able polyester webbing

strap
• Features a D-ring which slips through a

web loop
• Wraps around I -beams and other struc-

tures to form a secure anchorage point
• 3’ long; available in 3’ to 10’ lengths

Part #
20-T7314/3FT

Part#
20-TABD15

Part #
20-TRA30-1

Many other Fall

Many other Fall

Many other Fall

Many other Fall

Many other Fall
Protection items

Protection items

Protection items

Protection items

Protection itemsavailable
available
available
available
available
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RRRRRolling Ladderolling Ladderolling Ladderolling Ladderolling Laddersssss

350 Lb. Capacity – Standard Steel Rolling Ladders

• Standard models ship knocked down for freight savings.
• Large 1” diameter tube construction pr ovides superior strength

and long lasting durability in tough industrial en vironments.
• Baked-on powder-coat gray finish provides a scratch resistant

surface that is both durable and long lasting in all environ-
ments

• 14” deep top step is standard. All other steps are 7” deep.
• 30” handrails are standard on 4-12 step models, 13-16 step

models have 42” handrails.
• 2-5 step models have spring loaded casters; 6-16 step

models are equipped with step lock system.
• 60 degree climbing angle standard, 50 degree available upon

request
• Comes crated to protect from freight damage

G-Strut tread G-Perforated metal
tread

Spring Loaded Casters
(2-5 Step)

SAF-T Lock
(6 or mor e steps)

12

Call for details.

No. of Step/Plat.Overall Tread Base Base Shipping
Part # Steps Height Height Width Width LengthHandrailsWt/Lbs
G-Strut™ Tread
40411 1 12” 12” 18” 26” 18” N O 2 0
40412 1 12” 12” 26” 26” 18” N O 2 4
40413 2 20” 20” 18” 20” 24” N O 2 8
40414 2 20” 20” 26” 28” 24” N O 3 2
40415 3 30” 30” 18” 20” 31” N O 3 6
40416 3 30” 30” 26” 28” 31” N O 4 0
40417 4 40” 40” 18” 23” 36” N O 5 0
40418 4 40” 40” 26” 30” 36” N O 6 4
40419 4 40” 40” 32” 32” 36” N O 6 6
41001 2 20” 50” 18” 20” 24” YES 3 6
41002 2 20” 50” 26” 28” 24” YES 4 0
41003 3 30” 60” 18” 20” 31” YES 4 4
41004 3 30” 60” 26” 28” 31” YES 4 8
41005 4 40” 70” 18” 20” 36” YES 6 0
41006 4 40” 70” 26” 30” 36” YES 6 8
41007 4 40” 70” 32” 32” 36” YES 7 4
41008 5 50” 80” 18” 20” 43” YES 7 6
41009 5 50” 80” 26” 30” 43” YES 8 2
41010 5 50” 80” 32” 32” 43” YES 9 1
41011 6 60” 90” 18” 28” 50” YES 189
41012 6 60” 90” 26” 32” 50” YES 199
41013 6 60” 90” 32” 36” 50” YES 207
41014 7 70” 100” 18” 28” 50” YES 204
41015 7 70” 100” 26” 32” 57” YES 216
41016 7 70” 100” 32” 36” 57” YES 230
41017 8 80” 110” 26” 32” 62” YES 274
41018 8 80” 110” 32” 36” 62” YES 296
41019 9 90” 120” 26” 32” 68” YES 301
41020 9 90” 120” 32” 36” 68” YES 321
41021 1 0 100” 130” 26” 32” 78” YES 323
41022 1 0 100” 130” 32” 36” 78” YES 347
41023 1 1 110” 140” 26” 32” 81” YES 355
41024 1 1 110” 140” 32” 36” 81” YES 380
41025 1 2 120” 150” 26” 32” 88” YES 470
41026 1 2 120” 150” 32” 36” 88” YES 496
41027 1 3 130” 172” 26” 40” 96” YES 488
41028 1 3 130” 172” 32” 40” 96” YES 516
41029 1 4 140” 182” 26” 40” 103” YES 509
41030 1 4 140” 182” 32” 40” 103” YES 537
41031 1 5 150” 192” 26” 40” 109” YES 522
41032 1 5 150” 192” 32” 40” 109” YES 558
41033 1 6 160” 202” 26” 40” 116” YES 543
41034 1 6 160” 202” 32” 40” 116” YES 578
G-Perforated Metal Tread
40401P 1 12” 12” 18” 26” 18” N O 2 0
40402P 1 12” 12” 26” 26” 18” N O 2 4
40403P 2 20” 20” 18” 20” 24” N O 2 8
40404P 2 20” 20” 26” 28” 24” N O 3 2
40405P 3 30” 30” 18” 20” 31” N O 3 6
40406P 3 30” 30” 26” 28” 31” N O 4 0
40407P 4 40” 40” 18” 23” 36” N O 5 0
40408P 4 40” 40” 26” 30” 36” N O 6 4
40501P 2 20” 50” 18” 20” 24” YES 3 6
40502P 2 20” 50” 26” 28” 24” YES 4 0
40503P 3 30” 60” 18” 20” 31” YES 4 4
40504P 3 30” 60” 26” 28” 31” YES 4 8
40505P 4 40” 70” 18” 20” 36” YES 6 0
40506P 4 40” 70” 26” 30” 36” YES 6 8
40508P 5 50” 80” 18” 20” 43” YES 7 6
40509P 5 50” 80” 26” 30” 43” YES 8 2
40511P 6 60” 90” 18” 28” 50” YES 189
40512P 6 60” 90” 26” 32” 50” YES 199
40514P 7 70” 100” 18” 28” 50” YES 204
40515P 7 70” 100” 26” 32” 57” YES 216
40517P 8 80” 110” 26” 32” 62” YES 274
40519P 9 90” 120” 26” 32” 68” YES 301
40521P 1 0 100” 130” 26” 32” 78” YES 323
40523P 1 1 110” 140” 26” 32” 81” YES 355
40525P 1 2 120” 150” 26” 32” 88” YES 470
40527P 1 3 130” 172” 26” 40” 96” YES 488
40529P 1 4 140” 182” 26” 40” 103” YES 509
40531P 1 5 150” 192” 26” 40” 109” YES 522
40533P 1 6 160” 202” 32” 40” 116” YES 578

Also available
in many other

styles and
materials.
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FixFixFixFixFixed Sed Sed Sed Sed Sttttteel Laddereel Laddereel Laddereel Laddereel Laddersssss

Fixed Steel Ladders
• Constructed of durable 3/4” schedule 40 pipe with

18” wide x 3/4” sol id round rungs
• Choose standard style for interior applications
• Choose walk-through for exterior appl ications
• 1/4” thick x 2” wide flat standof fs hold ladders 7”

from wall
• Ladder width is 19 1/16” O.D. and 1/8” I.D.
• Ships on a pallet for protection from freight

damage

Fixed Steel Ladder with Cage
• Cages start 7’ to 8’ from ground.
• See ladder specifications for Fixed Steel Ladders

above.
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415 Series

Standard Style

416 Series

Walk-Through

Also available in aluminum, galvanized steel and stainless steel.

Standard Style Walk Through Style
Top to

No. Bottom Overall Shipping OverallShipping
Rungs Rung Ht. Part # Height Wt./Lbs. Part # Height Wt./Lbs.

11 10’ 41511C 10’3” 438 41611C 14’ 477
12 11’ 41512C 11’3” 465 41612C 15’ 504
13 12’ 41513C 12’3” 491 41613C 16’ 527
14 13’ 41514C 13’3” 514 41614C 17’ 553
15 14’ 41515C 14’3” 534 41615C 18’ 573
16 15’ 41516C 15’3” 565 41616C 19’ 604
17 16’ 41517C 16’3” 590 41617C 20’ 629
18 17’ 41518C 17’3” 616 41618C 21’ 655
19 18’ 41519C 18’3” 630 41619C 22’ 669
20 19’ 41520C 19’3” 658 41620C 23’ 697
21 20’ 41521C 20’3” 684 41621C 24’ 723
22 21’ 41522C 21’3” 708 41622C 25’ 747
23 22’ 41523C 22’3” 729 41623C 26’ 768
24 23’ 41524C 23’3” 756 41624C 27’ 795
25 24’ 41525C 24’3” 782 41625C 28’ 821
26 25’ 41526C 25’3” 808 41626C 29’ 847
27 26’ 41527C 26’3” 840 41627C 30’ 879
28 27’ 41528C 27’3” 866 41628C 31’ 905
29 28’ 41529C 28’3” 890 41629C 32’ 931
30 29’ 41530C 29’3” 918 41630C 33’ 957

Standard Style Walk Through Style
Top to

No. Bottom Overall Shipping Overall Shipping
Rungs Rung Ht. Part # Height Wt./Lbs. Part # Height Wt./Lbs.

4 3’ 41504 3’3” 91 41604 7’ 124

5 4’ 41505 4’3” 106 41605 8’ 163

6 5’ 41506 5’3” 144 41606 9’ 177

7 6’ 41507 6’3” 158 41607 10’ 191

8 7’ 41508 7’3” 173 41608 11’ 207

9 8’ 41509 8’3” 192 41609 12’ 228

10 9’ 41510 9’3” 209 41610 13’ 244

11 10’ 41511 10’3” 226 41611 14’ 305

12 11’ 41512 11’3” 286 41612 15’ 316

13 12’ 41513 12’3” 297 41613 16’ 327

14 13’ 41514 13’3” 309 41614 17’ 341

15 14’ 41515 14’3” 320 41615 18’ 352

16 15’ 41516 15’3” 335 41616 19’ 367

17 16’ 41517 16’3” 347 41617 20’ 377

18 17’ 41518 17’3” 358 41618 21’ 388

19 18’ 41519 18’3” 369 41619 22’ 399

20 19’ 41520 19’3” 381 41620 23’ 411

21 20’ 41521 20’3” 392
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TTTTTrucrucrucrucruck Rack Rack Rack Rack Racksksksksks
RacRacRacRacRacks designed tks designed tks designed tks designed tks designed to carro carro carro carro carry the load fy the load fy the load fy the load fy the load for the long haul.or the long haul.or the long haul.or the long haul.or the long haul.

Dimensions and product depictions are subject to change without notice. If r equired, please contact us for current product specifications

Super Heavy Duty Aluminum Truck Rack
• Heavy duty 1,800 lb. capacity • Over cab design
• Anodized 6063 aluminum alloy • Minimal drilling
• Note: Dodge Dakota and Toyota T-100 are special order only

Part # 67010 6’ Mini Width Bed 68 lbs.
Part # 67012 8’ Full Size Bed 80 lbs.
Part # 67012X 8’ Full Size Bed Ext. Cab 85 lbs.
Part # 67013 6’ Full Width Bed 80 lbs.
Part # 67014 6’ Full Width Bed Ext. Cab90 lbs.

TracRac® Sliding Pick-up Truck Rack
The slickest, adjustable truck rack system available.

• 1,000 lb. capacity, anodized aluminum finish - r esists corrosion
• Mounts into stake pockets - no drilling!
• Complete rack includes 2 base rails, 2 overhead racks and 4 cross-bar

tie-downs   Call for fit questions

Part # 93-21000 Long Bed Rails - fits most long bed trucks
Part # 93-21501 Short Bed Rails - fits most short bed trucks
Part # 93-22500 Overhead Full Size Rack - fits most trucks

Removable Truck Rack
Versatile solution for weekend warriors, or for those who need access to truck
bed.

Part # 67009A 500 lb. capacity
• Corrosion resistant anodized aluminum
• 15° angle for easy loading and unloading
• Permanently mounted support br ackets, removable arms

Part # 650DR1 250 lb. capacity
• Adjustable angle on crossbars
• Steel construction with powder-coat black finish
• Permanently mounted support br ackets, removable arms

Not all racks fit all makes and models of trucks. Please check with our customer service department for exceptions.
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#67014#67014#67014#67014#67014

#93-21000 with #93-22500#93-21000 with #93-22500#93-21000 with #93-22500#93-21000 with #93-22500#93-21000 with #93-22500

T-Rac Universal
• 750 lb. capacity •  No drilling! •  Removable
• Similar to Trac-Rac except cross bars do not slide on a track
Part # 93-22904

#67009A#67009A#67009A#67009A#67009A

Heavy Duty Pro 2 Truck Rack
• Constructed with 2” diameter steel tubing
• Zinc plated & powder coated for the best finish available
• Heavy duty 1,700 lb. capacity with lifetime frame warranty
• Complete rack is comprised of a “side channel kit” & a “legs & bar kit”

Part # 0400-0 Heavy-duty rack side channels-std cab, long & short bed
Part # 0600-0 Heavy-duty rack side channels-ext/crew cab, long bed
Part # 0601-0 Heavy-duty rack side channels-ext/crew cab, short bed
Part # 0100-0 Heavy-duty rack feet & bars-fits 0400-0, 0600-0 & 0601-0
Part # 0104-0 Heavy-duty rack feet & bars-fits F-250/350 crew cabs

Universal Fit Pro 3 Truck Rack
• Med duty, 1,000 lb. capacity; can be adjusted to fi t any full size truck
Part # 80000 Universal fit rack for full size trucks

#0601-0 with 0100-0#0601-0 with 0100-0#0601-0 with 0100-0#0601-0 with 0100-0#0601-0 with 0100-0

AllAl lAl lAl lAl l racks are in stock,

 racks are in stock,

 racks are in stock,

 racks are in stock,

 racks are in stock,
sold in kits for easy

sold in kits for easy

sold in kits for easy

sold in kits for easy

sold in kits for easyinstallation
installation
installation
installation
installation
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VVVVVan Racan Racan Racan Racan Racksksksksks
RacRacRacRacRacks designed tks designed tks designed tks designed tks designed to carro carro carro carro carry the load fy the load fy the load fy the load fy the load for the long haul.or the long haul.or the long haul.or the long haul.or the long haul.

15

CapRac for Truck Caps and Shells
A TracRac engineered solution to the thousands of driv ers who
use a cap to secure and protect their tools and building materials.

Built to take a beating
• Rust-free aluminum crossbars.
• Powder-coated ZEMAC bases.

Breakthrough design
• Sleek, low profile stance, minimizes wind noise.
• Swivel bracket and wedge gaskets adapt to tapered cap

roofs.
• Dual concealed fasteners enable simple installation.

Part # 93-29200  2-bar CapRac system

Aluminum Van Racks

Part # Description Weight Cap.
67000 Aluminum Van Rack - Gutter Mount 1,000 lb. cap.
67004 Aluminum Van Rack - Roof Mount 800 lb. cap.

• Heavy-duty anodized aluminum van rack will not rust
• Mounts to any rain gutter, no fi t issues, no drilling!
• Use roof mount rack if no rain gutter is present
• 2 bar rack is standard, 3-bar available when ordered as a

quantity of 1.5 of the 2-bar rack

TracVan - The Ultimate Van Rack

Part # Description Weight Cap.
93-29055 Gutter Mount, 2-bar system  500 lb.
93-29056 Gutter Mount, 3-bar system 750 lb.

TracRac has designed a van rack system that’s designed to
take a beating. Made from rugged, rust-free aluminum cross-
bars and solid powder-coated cast aluminum bases. Its sleek
aerodynamic profile assures you of no wind noise, so
commonly associated with other van racks.

Steel Van Racks

• 500 lb. capacity
• White powder coat finish
• No drilling into the v an to install

Part # Description
65084 Van Rack - 2-Bar Steel (3-Bar Shown)
65100 Adapter kit for mini vans without gutters
28-98706W Adapter kit for ‘96 - present Chevy vans

#93-29200#93-29200#93-29200#93-29200#93-29200

#93-29055#93-29055#93-29055#93-29055#93-29055

#67000#67000#67000#67000#67000
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New Products!!New Products!!New Products!!New Products!!New Products!!

Branch LocationsBranch LocationsBranch LocationsBranch LocationsBranch Locations
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ColumbusColumbusColumbusColumbusColumbus
3025 Silv3025 Silv3025 Silv3025 Silv3025 Silver Drer Drer Drer Drer Dr.....
Columbus, OH  43224Columbus, OH  43224Columbus, OH  43224Columbus, OH  43224Columbus, OH  43224
P: 614-784-1120P: 614-784-1120P: 614-784-1120P: 614-784-1120P: 614-784-1120
F: 6F: 6F: 6F: 6F: 6111114-784-784-784-784-784-204-204-204-204-207272727272
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Lock-down Van Rack

Part # Description
66-021066 Crossbow kit for fullsize vans
66-020245 Lock-down for ext. ladders
66-021226 Lock-down for step & combo ladders

• Easy to use clamping action
secures ladders in place

• Only ladder rack that is both
zinc-plated & powder-coated for
maximum outdoor protection

• Attaches to rain gutters for
easy installation

Aluminum Articulating Ladder

• Versatile, affordable and easy to use!
• Can be used as a stepladder, straight

ladder or scaffold
• Single-hand release hinges
• Type 1A, 300 lb. capacity
• Compliance: ANSI / OSHA

Part # Description
20712 12’ model
20716 16’ model

Extend & Climb Telescopic Ladder

• Easy to use, easier to transort!
• Closed 30”, open 12’ 6”
• Compliance: OSHA / ANSI

Part # Description
2344-EXC12 Type II, 225 lb . cap.
2344-EXC12HD Type 1A, 300 lb. cap.From this é

ç  to this

• Quality engineered pump design with
overload bypass valve & lowering
valve for controlled rate of descent

• Full pump stroke design only requires
10 strokes for maximum lift

• Pump has full 2 year warranty
• Powder-coat red finish
• 5,500 lb. capacity

Heavy duty pallet trucks

Part # Description Weight
IE2148-55HC 21"x48" fork size 180 lbs.
IE2748-55HC 27"x48" fork size 180 lbs.

Visit us on-line at
www.ladder.com


